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(57) ABSTRACT

A communication system utilizing adaptive envelope track-
ing includes a transmit path, a feedback receiver, a parameter
component and an envelope tracking component. The trans-
mit path is configured to generate a transmit signal. The
feedback receiver is configured to generate a feedback signal
from the transmit signal. The parameter component is con-
figured to generate linearity parameters from the feedback
signal and the baseband signal. The envelope tracking com-
ponent is configured to generate a supply control signal hav-
ing time delay adjustments.
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1
SYSTEMS AND METHODS UTILIZING
ADAPTIVE ENVELOPE TRACKING

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 13/945,096 filed on Jul. 18,2013, and is hereby incorpo-
rated in its entirety.

BACKGROUND

Communication systems utilize power amplifiers to boost
signals for prior to transmitting, such as transmitting via an
antenna. Two important characteristics for amplifiers used in
such systems are gain and power efficiency.

The gain of an amplifier is the measure of the ability of an
amplifier to increase an output signal from an input signal. It
is important that the gain be at the right value. Additionally, it
is important that the gain be relatively constant for varied
input values and frequencies. Variations in gain can lead to
distorted signals upon transmission. Thus, a relatively con-
stant gain, without variations according to input signal values,
is needed.

The power efficiency is the ratio of output power to input
power. Some amplifiers may only be efficient when the input
signal has a high value. In others, the efficiency may depend
on frequency.

A challenge faced by amplifier designers is to provide
constant gain while also having high power efficiency. Often,
improving gain comes at the expense of power efficiency and
improving power efficiency comes at the expense of not hav-
ing a constant gain.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating a communication
system utilizing envelope tracking with time delay tracking.

FIG. 2 is a graph illustrating isogain curves and adjust-
ments for a power amplifier.

FIG. 3 is a graph illustrating an example of adaptive, itera-
tive envelope tracking through a series of time periods.

FIG. 4 is a block diagram illustrating an envelope tracking
component using isogain curves mapping in a communica-
tion system.

FIG. 5 is a block diagram illustrating an envelope tracking
component using isogain curves and/or predistoriton coeffi-
cients in a communication system.

FIG. 6 is a flow diagram illustrating a method of perform-
ing adaptive envelope tracking with time delay tracking.

DETAILED DESCRIPTION

The present invention will now be described with reference
to the attached drawing figures, wherein like reference
numerals are used to refer to like elements throughout, and
wherein the illustrated structures and devices are not neces-
sarily drawn to scale.

Systems and methods are disclosed that utilize adaptive
envelope tracking, including time domain tracking. They
include measuring/tracking one or more parameters of a rep-
lica transmit signal to further configure a DCDC supply sig-
nal for a power amplifier. The system measures a parameter,
such as adjacent linearity, channel leakage ratio (ACLR),
error vector magnitude (EVM) degradation, amplitude modu-
lation to amplitude modulation (AMAM) curves, amplitude
modulation to phase modulation (AMPM) curves, memory
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2

behavior and time variant distortion, and the like. These mea-
sured parameters are utilized to adapt the envelope tracking,
including time alignment, accordingly.

Generally, envelope tracking (ET) is a technique where a
power amplifier is supplied through a fast DCDC converter,
which has an output voltage varying over time as a function of
amplitude modulation. The power amplifier is operated as
closes as possible to saturation during the modulation peaks
and to lower voltages when the instantaneous amplitude sig-
nal is low. As a result, power amplifier efficiency is increased.

There are some challenges to envelope tracking. The gain
of'the power amplifier is affected by the DCDC voltage. Thus,
simply following peaks of an amplitude modulation signal
lead to gain variations, which result in distortion. Further-
more, amplitude modulation phase modulation (AM/PM)
phenomena may take place, which impairs modulation qual-
ity resulting in spurious emissions (unwanted energy in
neighboring channels) or error vector magnitude (EVM) deg-
radation.

It is noted that time alignment between the DCDC voltage
and an envelope of a signal in the RF path is important. This
time alignment is also referred to as synchronization. Any
drift of synchronization during operation causes unwanted
signal distortion. This unwanted signal distortion is not
detectable in conventional systems.

One technique to mitigate distortion to modulation signals
is to select a trajectory of a DCDC control voltage accurately
so that the gain stays constant. It is noted that as a signal level
increases and an amplifier approaches saturation, its instan-
taneous gain diminishes. As stated above, the DCDC voltage
is increased when the amplitude modulation signal goes
through a peak, however increasing the DCDC voltage gen-
erally leads to a gain increase. By combining these two
effects, a cancellation can be obtained, thus limiting
unwanted distortion of the signal. For this technique to work,
AM/PM introduced by the power amplifier must be negli-
gible.

Another technique is to compensate AM/AM and AM/PM
distortions by adequately predistorting a supply input to the
power amplifier. This technique can utilize closed loop and
open loop architectures. Closed loop architectures need an
extremely wide bandwidth in order to not create excess noise
at duplexer offset and, may not be feasible. Open loop archi-
tectures need to know characteristics of a power amplifier.

One approach to obtaining the power amplifier character-
istics is to utilize iso gain contours and knowledge of AM/AM
and AM/PM curves as a function of instantaneous DCDC
voltage.

However, calibrating isogain contours is problematic. The
prolong calibration time for power amplifier calibration time,
for example at the factory. The isogain contours must be
stored in a memory. Further, the isogain contours are fixed for
certain characteristics of the power amplifier. If those char-
acteristics change, the isogain contours may not apply or
match the current characteristics of the power amplifier.

FIG. 1 is a block diagram illustrating a communication
system 100 utilizing envelope tracking with time delay track-
ing. The system 100 learns and/or updates linearity param-
eters utilizing a feedback receiver 114 to mitigate amplifier
gain variations and power consumption. The system 100 uti-
lizes, for example, isogain contours and predistortion coeffi-
cients, and the like to modify DC supply to the power ampli-
fier. Unlike the other techniques described above, the
envelope tracking of the system 100 is adaptive, thus it adjusts
over time.

The system 100 includes a baseband signal component
102, a transmit component 108, a power amplifier 110, a
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coupler 112, an envelope tracking component 104, a DCDC
converter 106, a feedback receiver 114, and a parameter cal-
culation component 116.

The baseband signal component 102 provides a baseband
signal, x(t), at its output. The baseband signal is received by
the transmit component 108. The transmit component 108
can include a digital and/or analog transmit chain. The trans-
mit component 108 generates a modulation signal 124 from
the baseband signal and provides the modulation signal 124 to
the power amplifier 110.

The power amplifier 110 generates a transmit signal, y(t),
from the modulation signal 124. The power amplifier 110 is
supplied by a DCDC supply signal 122, which varies accord-
ing to envelope tracking. The DCDC supply signal 122 is
calibrated as described below to include envelope tracking,
including time delay tracking or time synchronization.

The transmit signal, y(t), generally has some amount of
distortion present. The distortion is due to amplitude modu-
lation to phase modulation phenomena, amplitude modula-
tion to amplitude modulation phenomena, non-linearity or
saturation of the amplifier 110, inaccurate time alignment,
and the like.

The coupler 112 generates a coupled transmit signal 118
from the transmit signal, y(t). The transmit signal y(t) is
provided by the power amplifier 110. The coupled transmit
signal 118 is an attenuated replica of the transmit signal. The
transmit signal passes through the coupler and can be trans-
mitted via an antenna and/or other suitable mechanism (not
shown).

The feedback receiver 114 demodulates and analyzes the
transmit signal in baseband. A feedback signal 126 is gener-
ated, also at the baseband. In one example, the feedback
signal 126 includes real and imaginary components Real(y)
and Imag(y).

The parameter calculation component 116 receives the
feedback signal 126 and the baseband signal 102 and devel-
ops a parameter signal 120. Generally, the parameter calcu-
lation component 116 learns and/or updates linearity param-
eters for envelope tracking. The parameters are learned/
updated by comparing the baseband signal 102 and the
feedback signal 126 and indicate linearity of the transmit
signal. These parameters are then utilized to generate the
parameter signal 120.

The parameter calculation component 116 is configured to
measure and/or identify the linearity parameters. These can
include indicators of linearity, including adjacent linearity,
channel leakage ratio (ACLR), error vector magnitude
(EVM) degradation, amplitude modulation to amplitude
modulation (AMAM) curves, amplitude modulation to phase
modulation (AMPM) curves, memory behavior and time
variant distortion, and the like. The component 116 generates
the parameter signal 120 having the measured and/or identi-
fied parameters. The parameter signal 120, in one example,
can include coefficients related to time delay, time delays, and
the like. In another example, the parameters signal 120 only
includes measured linearity parameters for a current time
period. The parameter signal 120 facilitates alignment of the
DCDC signal 122 with an RF envelope of the transmit signal.

Generally, the envelope tracking component 104 maps an
amplitude of the baseband signal 102 to the DCDC supply
signal 122. The envelope tracking component 104 provides a
control signal 128 to the DCDC supply 106, where the control
signal 128 includes time delay adjustment(s). The envelope
tracking component 104 generates the control signal 128
according to the baseband signal 102 and the parameter signal
120. The baseband signal 102 facilitates mapping to the
amplitude of the baseband signal 102 and the parameter sig-
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nal 120 facilitates further adjustments based on measured
parameters, which are described in further detail below. The
control signal 128 facilitates alignment of the DCDC signal
122 with the RF envelope of the transmit signal.

In one example, the envelope tracking component 104
utilizes a lookup table to generate the control signal 128. The
one or more parameters are utilized to look up a time delay
adjustment, which is incorporated into the control signal 128.
The lookup table may include coefficients and the like. In
another example, coefficients are learned and updated for
each time slot or time period.

Inanother example, time delay adjustments are made using
slow learning without storing coefficients. In this example,
initial time slots start with high DCDC voltage and low enve-
lope tracking depth, which yields limited power efficiency but
high gain. During each slot, the linearity parameters of the
signal 120 are observed and the proximity to saturation is
estimated. Then, the time delay adjustment component of the
signal 128 is adjusted accordingly.

In yet another example, the envelope tracking component
104 determines time delay adjustments. An initial or nominal
time delay is identified by calibration, and takes into account
linearity and energy consumption. The linearity parameters
are compared with a threshold value. On the parameter
exceeding a threshold, the time delay adjustment is altered in
direction and/or amount. By exceeding the threshold, the
parameter and the transmit signal has degraded beyond a
limit.

The direction of the change in the adjustment 120 can be
determined by analyzing system characteristics and/or inves-
tigating parameter trend progression over time. The charac-
teristics include one or more of temperature, antenna imped-
ance, and the like. Such characteristics can be provided from
sensors and the like (not shown). Otherwise, the direction is
determined by whether the adjustment 120 improves or
degrades the parameter(s). If the adjustment worsens the
parameter, it can be assumed that the direction is incorrect.

The DCDC component 106 generates the DCDC supply
signal 122 according to the control signal 128. The DCDC
supply signal 122 generally tracks the envelope of the trans-
mit signal. The DCDC supply signal 122 tracks or follows an
amplitude modulation component of the transmit signal so
that the gain of'the power amplifier 110 is relatively constant.

Thus, the system 100 adaptively adjusts the DCDC supply
signal for the power amplifier 110 to mitigate linearity varia-
tions and power consumption. Further, by adapting over time,
the system 100 adapts to varied operating system character-
istics, including environmental conditions and the like.

FIG. 2 is a graph 200 illustrating isogain curves and adjust-
ments for a power amplifier. The graph 200 is provided for
illustrative purposes. The power amplifier can include the
power amplifier 110, described above.

An isogain curve represents behavior of a power amplifier
supplied by a constant voltage. Generally, a power amplifier
has a linear region/range and a saturation region/range. In the
linear region, the output power has a linear relationship to the
input power. In the saturation region, the output power has a
non-linear relationship to the input power. An envelope track-
ing component, such as component 104 described above,
causes the DCDC supply to the power amplifier to be com-
pensated or predistorted in order to provide a substantially
linear gain.

The graph 200 includes an input voltage on an x-axis and
an output voltage on a y-axis. Curve 201 shows an example.
In a base or linear region, the output voltage is linear with
respect to the input voltage. However, in a saturation region,
a non-linear relationship is shown. At this point, the input
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voltage has reached a saturation point. And, as a result, the
output voltage doesn’t follow properly.

As described above, an adjustment or compensation is
made in order to provide a linear output voltage. In the system
100, described above, the control signal causes the output
voltage to increase. For example, at the input voltage 202, the
curve 201 would yield a non-linear output voltage and, as a
consequence, a non-constant gain in the saturation region.
The adjustment is made to alter or shift to a different curve
such that the output voltage for the input 202 follows linearly
from the linear region portion of the curve 201. Similarly, at
the input voltage 203, the curve 201 would again yield a
non-linear output voltage and a non-constant gain. The
adjustment is again made to another varied curve so that the
output voltage for the input 203 follows linearly from the
linear region portion of the curve 201.

FIG. 3 is a graph 300 illustrating an example of adaptive,
iterative envelope tracking through a series of time periods.
The graph 300 is provided as an example to illustrate adap-
tively adjusting a DCDC supply to a power amplifier, such as
the amplifier 110 described above.

The graph 300 depicts time on an x-axis and voltage on a
y-axis. The graph 300 includes a DCDC supply waveform
301 and an RF envelope 302 of a transmit signal, such as the
signal generated via system 100. The graph 300 shows 4
consecutive time periods, labeled (1) to (4).

In a first time period (1), the DCDC supply 301 somewhat
tracks the envelope 302. However, it can be seen that there is
substantial misalignment, which could be due to non-linear-
ity or saturation. In a second time period (2), the system 100
has incorporated some adjustments. As a result, the DCDC
supply more closely tracks the envelope 302 in (2). In a third
time period (3), the DCDC supply tracks the envelope 302. In
a fourth time period (4), the DCDC supply 301 closely tracks
the envelope 302.

FIG. 4 is a block diagram illustrating an envelope tracking
component 400 using isogain curves mapping in a commu-
nication system. The component 400 receives a baseband
signal and a parameter signal 120 and generates a control
signal 128 for a DCDC supply component.

The component 400 can be utilized as the envelope track-
ing component 104, shown above. The component 400
includes a mapping component 430 and a digital to analog
converter 432. The mapping component 430 receives the
parameter signal 120 and the baseband signal x(t). The
parameter signal 120 is based on or includes an envelope of a
transmit signal.

The mapping component 430 stores or has access to a
plurality of isogain curves, such as the curves shown in FIG.
2. The mapping component 430 maps the parameter signal
120 and the baseband signal to one of the isogain curves. The
mapping component 430 can determine whether the envelope
is within the linear region or the saturation region. Once
mapped, the component 430 generates a digital DCDC con-
trol adjustment 434.

The digital to analog component 432 converts the digital
adjustment 434 into the control signal 128. The signal 128 is
provided to a DCDC supply, such as the supply component
106 described above, which supplies an instantaneous DCDC
supply to a power amplifier.

FIG. 5 is a block diagram illustrating an envelope tracking
component 500 using isogain curves and/or predistoriton
coefficients in a communication system. The component 500
receives a baseband signal and an parameter signal 120 and
generates a control signal 128 for a DCDC supply compo-
nent.
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The component 500 includes a curves and/or predistortion
coefficient component 536, a time delay component 538, and
adigital to analog converter 432. The component 536 receives
the parameter signal 120 and the baseband signal. The param-
eter signal 120 includes linearity measurements of a transmit
signal.

The component 536 determines whether an adjustment is
needed based on the parameter signal 120. If an adjustment is
needed, a digital control adjustment is generated and pro-
vided to the time delay component 538.

The time delay component 538 receives the digital control
adjustment and the parameter signal 120 and is configured to
incorporate a time synchronization adjustment into the digital
control signal 540. The digital control signal 540 is converted
into an analog control signal 128 by the digital to analog
converter 432. The analog control signal 128 can then be
provided to a DCDC supply component, such as the DCDC
supply component 106 described above, which supplies an
instantaneous DCDC supply to a power amplifier.

FIG. 6 is a flow diagram illustrating a method 600 of
performing adaptive envelope tracking with time delay track-
ing. The method 600 can be performed at least in part using
one or more of the above described systems.

The method 600 begins at block 602, where an initial
supply control signal is generated by calibration. The initial
supply control signal is a signal that can be supplied to a
DCDC supply component, such as those described above.
The initial supply control signal includes a nominal time
delay adjustment that has been determined through calibra-
tion. The nominal time delay adjustment includes a compro-
mise between linearity and energy consumption.

The DCDC supply component provides a supply to a
power amplifier, which amplifies a modulated signal from a
transmit path. The transmit path generates the modulated
signal from a baseband signal.

Linearity parameter(s) or measurements are obtained from
a feedback signal during a time period or slot at block 604.
The feedback signal is generated by a feedback receiver and
represents characteristics of the transmit signal. The linearity
parameters are generated by comparing the feedback signal
with a baseband signal. Thus, the linearity parameters repre-
sent measurements of linearity of the transmit signal. The
parameters include, for example, ACLR, EVM, and the like.

On the parameters exceeding a threshold, a control signal is
generated at block 606. The control signal includes a time
delay adjustment, which includes a time delay amount and a
direction of change. The time delay amount can be generated
from a lookup table, coefficients, and the like. The direction
of the change includes increasing or reducing. In one
example, the direction is determined from the parameters. In
another example, the direction is determined at least partially
by other system characteristics including, but not limited to,
temperature, antenna impedance, and the like. In another
example, the direction is determined from trends and/or pro-
gressions of the parameters, such as EVM, based on previous
time period delay adjustments.

On the parameters being within an acceptable range, fur-
ther time delay adjustments in the control signal are set to zero
or are no longer provided at block 608. Thus, linearity is in an
acceptable range. The method can continue at block 604 for a
next time slot or period.

While the methods provided herein are illustrated and
described as a series of acts or events, the present disclosure
is not limited by the illustrated ordering of such acts or events.
For example, some acts may occur in different orders and/or
concurrently with other acts or events apart from those illus-
trated and/or described herein. In addition, not all illustrated
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acts are required and the waveform shapes are merely illus-
trative and other waveforms may vary significantly from
those illustrated. Further, one or more of the acts depicted
herein may be carried out in one or more separate acts or
phases.

It is noted that the claimed subject matter may be imple-
mented as a method, apparatus, or article of manufacture
using standard programming and/or engineering techniques
to produce software, firmware, hardware, or any combination
thereof to control a computer to implement the disclosed
subject matter (e.g., the systems shown above, are non-limit-
ing examples of circuits that may be used to implement dis-
closed methods and/or variations thereof). The term “article
of manufacture” as used herein is intended to encompass a
computer program accessible from any computer-readable
device, carrier, or media. Those skilled in the art will recog-
nize many modifications may be made to this configuration
without departing from the scope or spirit of the disclosed
subject matter.

A communication system utilizing adaptive envelope
tracking includes a transmit path, a feedback receiver, a
parameter component and an envelope tracking component.
The transmit path is configured to generate a transmit signal.
The feedback receiver is configured to generate a feedback
signal from the transmit signal. The parameter component is
configured to generate linearity parameters from the feedback
signal. The envelope tracking component is configured to
generate a supply control signal having time delay adjust-
ments.

In one variation, the communication system further
includes a coupler configured to provide a replica of the
transmit signal to the feedback receiver.

In another variation, any of the systems include a DCDC
supply component configured to provide a supply signal
according to the supply control signal.

Any of the above communication systems can also include
a power amplifier powered by the supply signal. The power
amplifier is configured to amplify the transmit signal from the
transmit path. The transmit signal includes time distortions.

Any of the above communications systems can also have
the feedback signal having real and imaginary components.

Any of the above communication systems, where the lin-
earity parameters include one or more of an adjacent channel
leakage ratio, an error vector magnitude, amplitude modula-
tion to amplitude modulation curves, amplitude modulation
to phase modulation curves, and time variant distortion.

Any of the above communication systems where the
parameter component is configured to generate linearity
parameters from the baseband signal and the feedback signal.

Any of the above communications systems, where the
envelope tracking component includes a time delay block
configured to generate the time delay adjustments.

Any of the above communication systems, where the time
delay adjustments include a time delay amount and a direc-
tion.

Any of the above communication systems, where the enve-
lope tracking component is configured to generate an initial
supply signal according to a calibration of linearity and power
consumption.

Any of the above communication systems, where the enve-
lope tracking component is configured to track the linearity
parameters over successive time periods in order to generate
the time delay adjustments.

Any of the above communication systems, where the enve-
lope tracking component is configured to receive a sensor
signal in order to generate the time delay adjustments.
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An envelope tracking system includes a first component
and a time delay component. The first component is config-
ured to generate a control signal that tracks amplitude modu-
lation according to a baseband signal and linearity param-
eters. The time delay component is configured to generate
time delay adjustments for the control signal according to at
least the linearity parameters.

In a variation of the envelope tracking system, the first
component is configured to generate the control signal by
mapping the linearity parameters and the baseband signal to
isogain curves.

Any of the above envelope tracking systems, wherein the
first component is configured to generate the control signal
utilizing predistortion coefficients.

Any of the above envelope tracking systems, further
including a parameter calculation component configured to
generate the linearity parameters.

A method of performing adaptive envelope tracking with
time delay tracking is disclosed. An initial supply signal
including a nominal time adjustment is generated. One or
more linearity parameters for a current time period from a
feedback signal are obtained. A control signal having a time
delay adjustment is generated on the linearity parameters
exceeding a threshold value. A control signal without a time
delay adjustment is generated on the linearity parameters
being within an acceptable range.

The above method, wherein the linearity parameters
include one or more of an error vector magnitude and an
adjacent channel leakage ratio.

Any of the above methods, where the nominal time adjust-
ment is based on a compromise between linearity and power
consumption.

Any of the above methods, further including generating the
feedback signal from a transmit signal prior to obtaining the
one or more linearity parameters.

Although the invention has been illustrated and described
with respect to one or more implementations, alterations and/
or modifications may be made to the illustrated examples
without departing from the spirit and scope of the appended
claims. For example, although a transmission circuit/system
described herein may have been illustrated as a transmitter
circuit, one of ordinary skill in the art will appreciate that the
invention provided herein may be applied to transceiver cir-
cuits as well. Furthermore, in particular regard to the various
functions performed by the above described components or
structures (assemblies, devices, circuits, systems, etc.), the
terms (including a reference to a “means”) used to describe
such components are intended to correspond, unless other-
wise indicated, to any component or structure which performs
the specified function of the described component (e.g., that is
functionally equivalent), even though not structurally equiva-
lent to the disclosed structure which performs the function in
the herein illustrated exemplary implementations of the
invention. In addition, while a particular feature of the inven-
tion may have been disclosed with respect to only one of
several implementations, such feature may be combined with
one or more other features of the other implementations as
may be desired and advantageous for any given or particular
application. Furthermore, to the extent that the terms “includ-
ing”, “includes”, “having”, “has”, “with”, or variants thereof
are used in either the detailed description and the claims, such
terms are intended to be inclusive in a manner similar to the
term “‘comprising”.
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What is claimed is:

1. A communications apparatus utilizing adaptive envelope
tracking, the apparatus comprising:

first circuitry that includes a time delay component,

wherein the first circuitry is configured to generate a
modulated supply voltage that tracks an envelope of a
baseband signal, and

wherein the time delay component is configured to intro-
duce a variable time delay between the modulated
supply voltage and the envelope of the baseband sig-
nal;

apower amplifier that receives the modulated supply volt-

age and that is configured to generate a transmit signal

based on the baseband signal;

second circuitry configured to generate a feedback signal

based on the transmit signal; and

third circuitry configured to measure at least one of an

adjacent channel leakage ratio (ACLR) or an error vec-

tor magnitude (EVM) based at least on the feedback
signal,

wherein the third circuitry is further configured to adjust
the variable time delay of the time delay component in
the first circuitry based on the at least one of the ACLR
or the EVM.

2. The communications apparatus defined in claim 1
wherein the third circuitry is configured to measure the at
least one of the ACLR or the EVM over successive time
periods and adjust the variable time delay in each of the
successive time periods.

3. The communications apparatus defined in claim 1 fur-
ther comprising a coupler configured to provide a replica of
the transmit signal to the third circuitry.

4. The communications apparatus defined in claim 1
wherein the power amplifier is powered by the modulated
supply voltage.

5. The communications apparatus defined in claim 1
wherein the feedback signal includes real and imaginary
components.

6. The communications apparatus defined in claim 1
wherein the second circuitry comprises a feedback receiver.

7. The communications apparatus defined in claim 1
wherein the second circuitry is configured to eliminate abso-
lute phase form the feedback signal.

8. The communications apparatus defined in claim 1
wherein the third circuitry is configured to adjust the variable
time delay based on the feedback signal and based on the
baseband signal.

9. The communications apparatus defined in claim 1
wherein the third circuitry is configured to measure the ACLR
based on the feedback signal and to adjust the variable time
delay based on the ACLR.
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10. The communications apparatus defined in claim 1
wherein the third circuitry is configured to measure the EVM
based on the feedback signal and to adjust the variable time
delay based on the EVM.

11. An envelope tracking system, comprising:

an envelope modulate configured to generate a modulated
supply voltage that tracks an envelope of a baseband
signal;

a time delay component configured to introduce a variable
time delay between the modulated supply voltage and
the envelope of the baseband signal;

a power amplifier that receives the modulated supply volt-
age and that is configured to generate a transmit signal
based on the baseband signal;

a feedback component configured to generate a feedback
signal based on the transmit signal; and

circuitry configured to adjust the variable time delay of the
time delay component based on at least one of an adja-
cent channel leakage ratio (ACLR) or an error vector
magnitude (EVM) measured via the feedback signal.

12. The envelope tracking system defined in claim 11
wherein the feedback component and the circuitry are con-
figured to measure the at least one of the ACLR or the EVM
over successive time periods and adjust the variable time
delay in at least some of the successive time periods.

13. The envelope tracking system defined in claim 11 fur-
ther comprising a coupler configured to provide a replica of
the transmit signal to the circuitry.

14. The envelope tracking system defined in claim 11
wherein the power amplifier is powered by the modulated
supply voltage.

15. The envelope tracking system defined in claim 11
wherein the feedback signal includes real and imaginary
components.

16. The envelope tracking system defined in claim 11
wherein the feedback component comprises a feedback
receiver.

17. The envelope tracking system defined in claim 11
wherein the feedback component is configured to eliminate
absolute phase form the feedback signal.

18. The envelope tracking system defined in claim 11
wherein the circuitry is configured to adjust the variable time
delay based on the feedback signal and based on the baseband
signal.

19. The envelope tracking system defined in claim 11
wherein the circuitry is configured to adjust the variable time
delay based on the ACL.R measured via the feedback signal.

20. The envelope tracking system defined in claim 11
wherein the circuitry is configured to adjust the variable time
delay based on the EVM measured via the feedback signal.
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